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20/25/32/40/50/63/75/90/110/125/160 MM FIRATTHERM PN20 PIPE
20/25/32/40/50/63/75/90/110/125/160 MM FIRAT COMPOZITE PN20 PIPE
20/25/32/40/50/63/75/90/110/125/160 MM FIRATTHERM PN25 PIPE
20/25/32/40/50/637/75/90/110/125/160 MM FIRAT COMPOZITE PN25 PIPE
20/25/32/40/50/63/75/90/110/125/160 MM ELBOW
20/25/32/40/50/63/75/90/110/125/160 MM REDUCING SOCKET (FEMALE-MALF)
20/25/32/40750/63/75/90/110/125/160 MM T-PIECE

20/25/32/40/50/63 MM REDUCING T-PIECE

20/25/32/40 MM CROSS-T

20/25/32/40 MM REDUCING CORNER T-PIECE

20/25/32 MM 1/2°/3/4™ T-ROUND (FEMALE THREADED)

20/25 MM 1/2°/3/4" SOCKET (FEMALE THREADED)

20/25 MM 1/2°/3/4" SOCKET (MALE THREADED)

20/25/32 MM 17277374711 SOCKET WITH LOOSE NUT
20/25/32 MM 1/2773/14" /1" Y-FILTER

20 MM ARMATURE STABILIZER

20 MM 172" ADJUSTABLE ARMATURE CONNECTOR
20/25 MM 1/2° ARMATURE CONNECTOR

20/25 MM 172" ARMATURE CONNECTOR FOR BIDET
20/25/32/40/50/63/75/90/110/125/160 MM END CAP
20/25/32 MM REDUCING ELBOW (90°)

20/25/32 MM ELBOW WITH LOOSE NUT

20/25 MM PPR RADIATOR VALVE (ANGLED)

20/25 MM PPR RADIATOR VALVE (STRAIGHT)
20/25/32/40/50/63/ MM ELBOW (45°)

20/25/32/40 MM CLAMP

PRODUCT NAME 20/25/32 MM 1/27/3/4 ELBOW (FEMALE THREADED) 20/25/32 MM ELBOW (90° FEMALE-MALE)
20/25/32 MM 1/27/3/4" ELBOW (MALE THREADED) 20/25/32 MM ELBOW (45° FEMALE-MALE)
32/40/50 MM 17/1 1/47/1 1/2° ELBOW HEXAGONAL (FEMALE THREADED) 20/25/32/40/50/63/75/90/110/125/160 MM SOCKET
32/40/50 MM 1"/1 1/47/1 1/2” ELBOW HEXAGONAL (MALE THREADED) 20/25/32 MM DOUBLE CLAMP
32/40/50/63/75/90/110 MM SOCKET HEXAGONAL (FEMALE THREADED) 20725732 MM PLASTIC UNION
32/40/50/63/75/90/110 MM SOCKET HEXAGONAL (MALE THREADED) 20/25/32 MM REDUCING SOCKET (FEMALE-FEMALF)
20/25/32/40/50/63 MM TRANSITION SOCKET (FEMALE THREADED) 20/25/32/40 MM CURVED BRIDGE
20/25/32/40/50/63 MM TRANSITION SOCKET (MALE THREADED) 20/25 MM BRIDGE WITH SOCKET
20/25 MM 1/2° ELBOW UNDER PLASTER (FEMALE THREADED) 20/25 MM HALF CURVE WITH SOCKET
20/25/32/40 MM 17277374™11” STOP VALVE 20/25/32 MM SHORT BRIDGE
20/25/32 MM CHROME-PLATED HIDDEN VALVE 20725 MM CURVED ELBOW (FEMALFE)
20/25/32 MM CHROME-PLATED VALVE 20/25 MM CURVED ELBOW (MALE)
20/25/32/40/50 MM BALL VALVE 20/25 MM PLUG
20/25/32 MM 1/2°73/4”/1” T WITH LOOSE NUT BOILER SET
USEOF DS Act NG : PIPES ARE USED FOR HEATING STANDARD NO: EN 15874-2, EN 15874-3, EN 13715
0 PURPOSE
ITEST TEST METHOD SPECIFICATIONS TEST RESULT RESULT
N TS ENISO . N Marking, colour and surface
Apperance and Marking 158742 Inner and outer surface must be free from blister. Marking shoutd meet standards meet the standard ACCEPTABLE
20°C/ 1h No burst or leakage ACCEPTABLE
95°C122h No burst or leakage ACCEPTABLE
Hy | P 150 1167-1-2 There should not be burst ar leakage
95°C / 165 h No burst or leakage ACCEPTABLE
959C / 1000 h No burst or leakage ACCEPTABLE
Impact Resistance (0°C - 1h) | IS0 9854-1-2 Max. 10% 0% ACCEPTABLE
Performance 1E5';7IS4(—)5 Pipes and connections should be suitable oK ACCEPTABLE
Thermal Reversion (135°C-
ens8mm 1h, 150 2505 Max. 2% 0,45% ACCEPTABLE
8mm<ens16mm 2h,
16mm<en 4h)
Raw Material Max. 0,5 g/10 min. 0,29 g/10 min. ACCEPTABLE
MFR = =
J Max. 0,5 g/10 min. ;. .
(230°C - 2,16 kg) 150 1133 Pipe 2/10 min, 0,28 /10 min ACCEPTABLE
MFR Differance Max. 30% 3,57% ACCEPTABLE
Dimensions SPECIFICATIONS TEST RESULT
RESULT
OUTER DIAMETER WALL THICKNESS DIAMETER / WALL THICK.
(920) 20,00 - 20,30 mm 3,40 - 3,90 mm 20,10 mm / 3,70 mm ACCEPTABLE
(@25) 25,00 - 25,30 mm 4,20 - 4,80 mm 25,15 mm / 4,50 mm ACCEPTABLE
(@32) 32,00 - 32,30 mm 5,40 - 6,10 mm 32,10 mm / 5,75 mm ACCEPTABLE
(340) 40,00 - 40,40 mm 6,70 - 7,50 mm 40,20 mm / 7,10 mm ACCEPTABLE
(@50) 50,00 - 50,50 mm 8,30 - 9,30 mm 50,35 mm / 8,50 mm ACCEPTABLE
(@63) 63,00 - 63,60 mm 10,50 - 11,70 mm 63,20 mm / 10,70 mm ACCEPTABLE
(@75) 75,00 - 75,70 mm 12,50 - 13,90 mm 75,60 mm / 12,70 mm ACCEPTABLE
(@90) 90,00 - 90,90 mm 15,00 - 16,60 mm 90,40 mm / 15,60 mm ACCEPTABLE
{8110) 110,00 - 111,00 mm 18,30 - 20,30 mm 110,25 mm / 18,70 mm ACCEPTABLE
(9125) 125,00 - 126,20 mm 20,80 - 23,00 mm 125,40 mm / 21,65 mm ACCEPTABLE
(2160) 160,00 - 161,50 mm 26,60 - 29,40 mm 160,35 mm / 28,10 mm ACCEPTABLE
{820) 20,00 - 20,30 mm 2,80 - 3,20 mm 20,10 mm / 3,00 mm ACCEPTABLE
(©25) 25,00 - 25,30 mm 3,50 - 4,00 mm 25,15 mm / 3,80 mm ACCEPTABLE
(©32) 32,00 - 32,30 mm 4,40 - 5,00 mm 32,10 mm / 4,75 mm ACCEPTABLE
(940) 40,00 - 40,40 mm 5,50 - 6,20 mm 40,20 mm / 6,00 mm ACCEPTABLE
(@50) 50,00 - 50,50 mm 6,90 - 7,70 mm 50,35 mm / 7,30 mm ACCEPTABLE
{@63) 63,00 - 63,60 mm 8,60 - 9,60 mm 63,20 mm / 8,95 mm ACCEPTABLE
(®75) 75,00 - 75,70 mm 10,30 - 11,50 mm 75,60 mm /7 11,10 mm ACCEPTABLE
(990) 90,00 - 90,90 mm 12,30 - 13,70 mm 90,40 mm / 13,20 mm ACCEPTABLE
(#110) 110,00 - 111,00 mm 15,10 - 16,80 mm 110,25 mm / 15,70 mm ACCEPTABLE
(9125) 125,00 - 126,20 mm 17,10 - 19,00 mm 125,30 mm / 18,20 mm ACCEPTABLE
(8160} 160,00 - 161,50 mm 21,90 - 24,20 mm 160,25 mm / 22,30 mm ACCEPTABLE
Conclusion : ACCEPTABLE
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