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16*1,8 PEX PIPE 16*1,8 PERT PIPE
18*2,0 PEX PIPE 18*2,0 PERT PIPE
20*2,3 PEX PIPE 20*2,3 PERT PIPE
25*2,8 PEX PIPE 25*2,8 PERT PIPE
32*3,6 PEX PIPE 32*3,6 PERT PIPE
AME 16*2,0 ALPEX PIPE 16*2,0 ALPERT PIPE
PRODUCT N 18°2,0 ALPEX PIPE  20%7.0 ALPERT bibE STANDARD NO : DVGW W542 - SO 21003/2 -
20*2,0 ALPEX PIPE 252, 5. ALPERT PIPE SKZHR 3.12 - ASTM F 1281
25*2,5 ALPEX PIPE 26*3,0 ALPERT PIPE
26*3,0 ALPEX PIPE 32*3,0 ALPERT PIPE
32*3,0 ALPEX PIPE
USE OF GOODS ACCORDING
TO PURPOSE : PIPES ARE USED FOR HEATING
TEST SPECIFICATIONS TEST RESULT RESULT
Inner and outer surface must be free from blister. Marking, colour and surface
APPEARANCE and MARKING Marking should meet standards meet the standard ACCEPTABLE
:;?1'-‘ OSTATIC PRESSURE 95°C/ 1h No burst or leakage ACCEPTABLE
ALTERNATIVE PRESSURE TEST 80°C/ 10h No burst or leakage ACCEPTABLE
There should not be burst
or leakage
::;'} OSTATIC PRESSURE 95°C/22h ¢ No burst or leakage ACCEPTABLE
LONG TERM HYDROSTATIC °
PRESSURE TEST 95°C/ 165 h No burst or leakage ACCEPTABLE
BEHAVIOUR AFTER HEAT Heat:120 °C, Time:60 min. The layers must not .
AGING seperate. No seperation between layers ACCEPTABLE
ELONGATION TEST 15° cone - 15 min. No sgperatlop between layers, no | No seperatlop of theAlayers, ACCEPTABLE
crack in the pipe. no crack in the pipe.
DEGREE OF CROSS LINKING Min. 65% 66,90% ACCEPTABLE
DELAMINATION TEST Fpull=30 N/cm 85 N/cm ACCEPTABLE
CONTROL OF ADHESIVE lr?::fst;: il::ﬁ: z:rw:iltb:x:;;:\u:rr::‘ :::‘:)e:sa::d Adhesive material uniform, ACCEPTABLE
MATERIAL WITH SPIRAL TEST ver P : g homogenous and buxom.
16 mm Min. 60 bar
BURST PRESSURE (23°C) 18-20 mm Min. 50 bar OK ACCEPTABLE
25-26-32 mm Min. 40 bar
SPECIFICATIONS TEST RESULT
RESULT
OUTER DIAMETER WALL THICKNESS DIAMETER 7 WALL THICK.
16,00 - 16,30 mm 1,80 - 2,10 mm 16,10 mm / 2,05 mm ACCEPTABLE
16,00 - 16,30 mm 2,00 - 2,30 mm 16,10 mm / 2,10 mm ACCEPTABLE
18,00 - 18,30 mm 2,00 - 2,30 mm 18,10 mm / 2,11 mm ACCEPTABLE
Dimensions (Pipe) 20,00 - 20,30 mm 2,00 - 2,30 mm 20,10 mm / 2,15 mm ACCEPTABLE
20,00 - 20,30 mm 2,30 - 2,70 mm 20,10 mm / 2,50 mm ACCEPTABLE
25,00 - 25,30 mm 2,50 - 2,90 mm 25,15 mm / 2,70 mm ACCEPTABLE
25,00 - 25,30 mm 2,80 - 3,20 mm 25,15 mm / 2,90 mm ACCEPTABLE
26,00 - 26,30 mm 3,00 - 3,35 mm 26,15 mm / 3,20 mm ACCEPTABLE
32,00 - 32,30 mm 3,00 - 3,35 mm 32,15 mm / 3,25 mm ACCEPTABLE
32,00 - 32,30 mm 3,60 - 4,00 mm 32,15 mm / 3,75 mm ACCEPTABLE
Conclusion : AL}Oﬂ
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